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EP-1600 OPERATING INSTRUCTIONS
***Safety Warnings***

•	 Before using the EP-1600 please follow all safety precautions. (Ex: Safety Glasses, Gloves etc.)
•	 Inspect tool for worn or broken parts before operating.
•	 Only	trained	operators	should	use	this	tool.	Watch	fingers	and	keep	them	away	from	the	front	of	the	tool	

or by areas that can pinch or cut.
•	 The	EP-1600	is	recommended	for	use	with	only	5/8”	x	.023	through	1-1/4”	x	.035	gauge	Steel	Strap.
•	 DO	NOT	over	tension	the	strap	as	breakage	may	occur.	Unsafe	use	of	the	EP-1600	may	result	in	
							blindness,	severe	laceration,	amputation	or	death.

***Operating Instructions***
1. Pull strapping off cart and wrap around load.
2.	 Push	seal	on	the	strap	with	the	flat	side	up.
3.	 Slide the end of the strap through the seal and underneath the other side of the strap.
4.	 Bend the end of the strap back to keep seal in place.

5.	 Squeeze down the tension handle of the EP-1600 against the base and put the top strap against the 
       inside edge of the slot under the nose of the tool.
6. Release the handle to lock the strap in place.
7. Tighten the strap by raising and lowering the tension handle.

8.	 Use the appropriate Heavy Duty Sealer to seal the pusher in place.
9. Tilt	the	nose	of	the	tool	all	the	way	forward	and	rock	backward	several	times	in	order	to	break	the	top	

strap.


